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LIMITED ONE-YEAR CONSUMER WARRANTY

Directed Electronics (herein �DIRECTED�) promises to the original purchaser, to replace this 
product should it prove to be defective in workmanship or material under normal use, for a 
period of one-year from the date of purchase from the dealer as indicated by the date code 
marking of the product. During this one-year period, there will be no charge for this replacement 
PROVIDED the unit is returned to DIRECTED, shipping pre-paid.  This warranty is non-transfer-
able and does not apply to any unit that has been modified or used in a manner contrary to its 
intended purpose, and does not cover damage to the unit caused by installation or removal of 
the unit. This warranty is void if the product has been damaged by accident or unreasonable use, 
neglect, improper service or other causes not arising out of defects in materials or construction. 
Units which are found to be damaged by abuse resulting in thermally damaged voice coils are 
not covered by this warranty but may be replaced at the absolute/sole discretion of DIRECTED. 
ALL WARRANTIES, INCLUDING BUT NOT LIMITED TO EXPRESS WARRANTY, IMPLIED WARRANTY, 
WARRANTY OF MERCHANTABILITY, FITNESS FOR PARTICULAR PURPOSE, AND WARRANTY OF 
NONINFRINGEMENT OF INTELLECTUAL PROPERTY ARE EXPRESSLY EXCLUDED TO THE MAXIMUM 
EXTENT ALLOWED BY LAW, AND DIRECTED NEITHER ASSUMES NOR AUTHORIZES ANY PERSON 
TO ASSUME FOR IT ANY LIABILITY IN CONNECTION WITH THE SALE OF THE PRODUCT. DIRECTED 
HAS ABSOLUTELY NO LIABILITY FOR ANY AND ALL ACTS OF THIRD PARTIES INCLUDING ITS 
AUTHORIZED DEALERS OR INSTALLERS. IN NO EVENT WILL DIRECTED BE LIABLE FOR ANY INCI-
DENTAL, SPECIAL OR CONSEQUENTIAL DAMAGES (INCLUDING LOSS OF PROFITS) AND IN NO 
EVENT, SHALL DIRECTED�S LIABILITY EXCEED THE PURCHASE PRICE PAID BY PURCHASER FOR 
THE PRODUCT.  Some states do not allow the exclusion or limitation of incidental or consequen-
tial damages, so the above limitation or exclusion may not apply to you.  Some states do not 
allow limitations on how long an implied warranty lasts, so the above limitation may not apply 
to you. Unit must be returned to DIRECTED, postage prepaid, with bill of sale or other dated 
proof of purchase bearing the following information: consumer�s name, telephone number, and 
address, authorized dealer�s name and address, and product description. Note: This warranty 
does not cover labor costs for the removal and reinstallation of the unit. IN ORDER FOR THIS 
WARRANTY TO BE VALID, YOUR UNIT MUST BE SHIPPED WITH PROOF OF PURCHASE FROM AN 
AUTHORIZED DIRECTED DEALER. BY PURCHASING THIS PRODUCT, THE CONSUMER AGREES AND 
CONSENTS THAT ALL DISPUTES BETWEEN THE CONSUMER AND DIRECTED SHALL BE RESOLVED 
IN ACCORDANCE WITH CALIFORNIA LAWS IN SAN DIEGO COUNTY, CALIFORNIA.
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BOX CONTENTS                                                       

Â	 Commander with Display

Â Connect Box

Â Wireless Remote control

Â Power Harness

Â Antenna Adapter

Â Installation Hardware

Â Instruction Manual

CONGRATUlATIONS                                                   

Thanks for purchasing the Directed HD Car Connect Radio. This is a unique system 
that can integrate with any automotive radio. This device will open the door to all the 
hidden digital stations on your radio. Be sure to save your sales receipt. It is your best 
record of the date of purchase, which is required for warranty service. Read and follow 
all cautions, warnings and notes. For the latest information about this and other prod-
ucts, visit www.directed.com. For technical help regarding this product please contact 
Directed Electronics at 1-800-753-0800

Note: This unit is also referred to as Car Connect throughout manual
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High-powered car audio systems may produce sound pressure levels that 
exceed the threshold at which hearing loss may result. 

They may also impair a driver�s ability to hear traffic sounds or emergency vehicles. 
Use common sense and practice safe listening habits when listening to or adjusting 
your audio system.

WARNING                                                               
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SETUP/INSTAllATION                                               

Mounting the Commander module:
	 The unit comes with 2 brackets. There are two holes located on each 
side of the unit that allow the 4 screws the unit comes with to hold the brackets 
into place. The module is small enough to be mounted under a seat, in the trunk, 
or possibly behind the dash depending on the vehicle. Avoid mounting near any 
movable parts, places where there can be moisture, near high temperatures, or 
areas that are susceptible to electric interference. Be sure the unit has proper venti-
lation. For example a rear seat in a car may not have enough space for proper air 
circulation. 
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Power Harness:

Yellow - +12 volt constant. This wire should show 12 volts regardless of the posi-
tion the key is turned to in the ignition. It is located in the top right pin of the 4 pin 
connector plug.

Note: If your sound system is set up with remote 
ampli�ers or line inputs the audio outputs can be con-
nected directly to you system with RCA cables from 
these Audio Output jacks.
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Red - +12 volts switched. This would be hooked to a wire that shows +12 volts 
when the key is turned to the accessory or run positions but not show voltage when 
the key is in the start position. This is the wire that tells the unit to turn on and off. 
It is located in the lower right pin of the 4 pin connector plug.
Black - Ground. This should be connected to a chassis ground. This should be a 
paint free surface. A good example is the kick panel. This wire is located in the top 
left pin of the 4 pin connector. 

Antenna In:
This is what allows the Car Connect to receive radio signals. The unit comes with an 
antenna cable that has 1 male connector and 1 female connector on opposite ends 
in order to extend the factory antenna wire. It may require the use of an antenna 
adapter depending on what kind of vehicle it is being installed into. 

Antenna Out:
This will allow the antenna to pass through to the radio’s receiver. The unit comes 
with an extension cable with 2 male connectors. One lead goes to the Car Connect, 
the other goes to the antenna input for the car radio. This would still be required to 
be installed even if using the RCA output, otherwise the head unit’s tuner would not 
be able to get reception anymore. This also allows for the fm modulator to output 
signal through the selected radio station for radio’s that do not have an auxiliary 
input. 

Audio output:
If the Car Connect is being installed in conjunction with a radio that has an auxiliary 
input, the RCA output can be used. White is for the left signal and red is for the right 
signal. This is not necessary to be installed if the desired output is through the fm 
modulator only. 

Interface:
The display connects on the 8 pin interface port located right on the main unit. The 
display should be mounted in an area that makes it easily accessible. This could be 
a center console area. The interface may be mounted with a double sided adhesive 
such as Velcro or tape. Be sure the area is cleaned thoroughly first. Then apply the 
adhesive. 
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Installation Notes:

Initial Power-up defaults

	 1.  Source defaults to FM

	 2.  Frequency : 

		  Preferred initial behavior  :  Tuner starts at 87.9 MHz

		  (Currently "Mhz" or "Khz" does not appear on the UI)

		  The bank number to store frequency is set to 1.

Loss of signal strength while playing HD

	 a. If stream does not resume within 10 sec,

		   Switches to analog signal (does not mute even if analog signal is 		
	 poor).

		  Flashes the "Blinking HD logo" screen overlay for 10 seconds.

		  Removes HD logo and updates display to analog signal type. 

	 b. If stream resume within 10 sec, 

		  Maintains previous SPS channel and display mode.

Discontinued supplementary channel while playing HD

	 If an HD supplementary channel is discontinued while the unit is tuned to it,

	 1.  Mutes audio when stream is no longer available.

	 2.  Shows "NOT AVAILABLE" screen overlay for 5 seconds.  And jump to main 
channel. 
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COMMANDER CONTROlS                                           
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1.  	 LCD
2.	 BAND BUTTON, The BAND Button selects AM or FM
3.	 DISPLAY BUTTON, Press the DISP button to cycle between the available display modes.
4.	 MENU BUTTON, MENU button will acces MENU options.  It will also act as an EXIT 

function when in a sub menu.
5.	 UP ARROW, Increases frequency selection
	 DOWN ARROW, Decreases frequency selection
	 RIGHT ARROW, Seek UP according to currently active Seek Mode
	 LEFT ARROW, Seek DOWN according to currently active Seek Mode
	 SEL, Used to select Menu options
6.	 POWER BUTTON, Pressing the Power Button will turn the unit ON or OFF
7.	 PRESET BUTTONS 1 - 5, Station presets
8.	 BANK BUTTON, The BANK button is used to select Preset Bank number for loading 

and saving channel.  Pressing and releasing this button changes the Preset Bank in a 
circular list from A to D.  When the bank changes, the radio tunes to the station last 
accessed in the newly selected bank.

9.	 SEEK, Button selects between differnent modes
10.	 IR window 
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REMOTE CONTROl                                                   

The button functions for the Remote Control are identical to the associated 
buttons located on the Commonder.  For a description of the button operactions 
please refer to the COMMANDER CONTROLS section. 


